
   

Immersion Breather with Shield 
Product Name：M16 polycarbonate screw in plug breather  

Enviro-Tronics 
Ph:02 96305277 

No. Item Technical Parameter 

1  Ingress protection grade  IP67 Immersion in water up to 1 metre for 1 hour 

2  Air flow  ≥1100ml/min@7Kpa 

3  WIP  ＞–40Kpa 

4  Temperature .range  –40℃～125℃ 

5  Installation method 

 1.housing thickness H≤ 3mm,drill through hole & use Lock nut 

 2. Housing thickness H > 3mm, drill threaded hole  and discard Lock nut. 

6  Torque   1.08N.m 

7  Flame resistant  85℃/85%RH 

8 
 High temperature and humidity  re-
sistance 

 UL 94-V0 

9  Thread Length  10mm  (Thread Type 16mmX1.5-10) 

1.Keep product enclosures pressure balanced and avoid condensation for outdoor electrical enclosures  

2.The porous membrane is chemically inert, UV resistant and 

   protected by the front shield. The water and dust cannot ingress the membrane,  

   but air will pass through. 

3.Reliably block ingress of wide range of contaminants, from rain and insects to dirt, dust, sand and other 

   particulates. Water vapour molecules will diffuse through the microporous membrane, and pass freely out of the 

   enclosure. Excellent performance in tough environments.  

4.High air permeability can reduce the pressure of the 

   sealing strip on housing by equalizing built up  pressure difference. 

5.Rotary housing with silicon seal ring, housing grooves that 

   are airtight to the application wall. Simple and safe to install on the side face of enclosures. Effective for outdoor 

   use. 

6.Greatly reduce fog and condensation, long service life and maintenance free in extreme environments, 

   PTEFE membrane can prevent salt crystal from moisture and moisture permeability 
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Email: Info@envirotronics.com.au 


